
With 12 vibrant colors and a distinctive 
sparkle, AVA® ORBTTM creates fun spaces 
with reflective speckles that produce a 
spectrum of color relative to lighting 
and viewing angle. ORBTTM transforms 
Education, Retail, Hospitality and 
other commercial spaces into magical, 
energetic environments that intrigue  
the imagination.

With worldwide sales offices and distribution 
partners, AVA® is a leader in the design and 
manufacturing of innovative and sustainable 
resilient flooring. AVA® has developed a diverse 
range of designs and products that have won 
numerous awards and are recognized by the 
industry as setting the benchmark in LVT for a 
variety of markets.
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•	Wear Layer: 22 mil (0.55 mm)
•	Overall Thickness: 2.5 mm
•	Size, Planks: 6” x 48” (152 mm x 1219 mm)
•	Size, Tiles: 24” x 24” (609 mm x 609 mm)
•	Straight Edge
•	100% Phthalate Free
•	Warranty: 20-Year Commercial &  

Lifetime Residential

Specifications

• Patented Coating
• 30% More Scratch Resistance 

Over Typical Coatings
• Exceptional Wear Resistance 

and High Strength
• High-gloss finish
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avaflor.com • 877.861.5292 
sales@avaflor.com

Black Knight	 OR001 / Planks: OR001-648

Spicy Sangria	 OR004 / Planks: OR004-648

Star Dust	 OR007 / Planks: OR007-648

Purple Bliss	 OR010 / Planks: OR010-648

Crushed Ice	 OR002 / Planks: OR002-648

Mariner Blue	 OR005 / Planks: OR005-648

Stormy Seas	 OR008 / Planks: OR008-648

Knockout Orange	 OR011 / Planks: OR011-648

Lemon Twist	 OR003 / Planks: OR003-648

Lucky Shamrock	 OR006 / Planks: OR006-648

Very Berry	 OR009 / Planks: OR009-648

Blue Tide	 OR012 / Planks: OR012-648

AMP PU coating for added  
scratch, stain, scuff, abrasion  
and fade resistance

Transparent vinyl 
wear layer that’s 
extremely durable

Printed layer to 
recreate the look 
and texture of 
natural materials

Vinyl backing 
layer with high 
resistance to 
pressure

Middle vinyl layer 
for extra stability 
and support

Glue Down LVT
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Other products in the AVA collection:  
AVA DSGN®  AVA STYL®  AVA SNSE®     
AVA SPRK®  AVA SMPL®   AVA 2STYL®  
AVA VRSE®  AVA RSRV® AVA REVV™    
AVA VEXX™ AVA 2DSGN™ AVA MRGE™ 
AVA RYME™

With worldwide sales offices and distribution 
partners, AVA is a leader in the design and 
manufacturing of innovative and sustainable 
resilient flooring. Established in 1984, AVA 
has developed a diverse range of designs 
and products that have won numerous 
awards and are recognized by the industry  
as setting the benchmark in LVT.

AVA®, DSGN®, STYL®, SNSE®, SPRK®, SMPL®, 
2STYL®, VRSE®, RSRV®, REVV®, VEXX®,  
2DSGN™, MRGE™, RYME™ and ORBT™ are 
trademarks of Novalis® Innovative Flooring. 
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• Wear Layer: 22 mil (0.55 mm)
• Overall Thickness: 2.5 mm
• Size, Planks:  

6” x 48” (152 mm x 1219 mm)
• Size, Tiles:  

24” x 24” (609 mm x 609 mm)
• Straight Edge
• 100% Phthalate Free
• Warranty: 20-Year Commercial &  

Lifetime Residential

Specifications

With 12 vibrant colors and a distinctive 
sparkle, AVA® ORBTTM creates fun spaces 
with reflective speckles that produce a 
spectrum of color relative to lighting and 
viewing angle. ORBT transforms Education, 
Retail, Hospitality and other commercial 
spaces into magical, energetic environments 
that intrigue the imagination.

ORBT is available in glue-down 24” x 24” 
tiles or 6” x 48” planks with a straight edge 
and 22 mil wear layer. The highly durable 
AMP finish provides 30% more scratch 
resistance over typical coatings.

ASTM F1700 SOLID VINYL TILE: CLASS III, TYPE B

ASTM F1914 RESIDUAL INDENTATION: PASSES, <10% 

ASTM F137 FLEXIBILITY: PASSES, 25.4MM MANDREL

ASTM F2199 DIMENSIONAL STABILITY: PASSES, <0.020 IN. PER LIN. FT. 

ASTM F925 CHEMICAL RESISTANCE: PASSES (ASK FOR CHART)

ASTM F1514  HEAT COLOR STABILITY: PASSES, < ∆8E

ASTM F1515 LIGHT COLOR STABILITY: PASSES, < ∆8E

ASTM F970 STATIC LOAD LIMIT: PASSES, 250 LBS. 

ASTM E648 (NFPA 253) CRITICAL RADIANT FLUX: CLASS I, >0.45 W/CM2

ASTM E662 (NFPA 258) SMOKE DENSITY: PASSES, <450

ASTM D2047 SLIP RESISTANCE: >0.6 (DRY)
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AMP PU coating for added  
scratch, stain, scuff, abrasion  
and fade resistance

Transparent vinyl 
wear layer that’s 
extremely durable

Printed layer to 
recreate the look 
and texture of 
natural materials

Vinyl backing 
layer with high 
resistance to 
pressure

Middle vinyl layer 
for extra stability 
and support

Glue Down LVT• Patented Coating
• 30% More Scratch Resistance 

Over Typical Coatings
• Exceptional Wear Resistance 

and High Strength
• Low-gloss finish
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Talk to your AVA® 
representative to get 
our ORBTTM architectural 
folder and see which 
products would be best 
for your next project.


