®
Underlayment
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When used with AVA® glue down and loose :

lay LVT products, F-22-SCU offers excellent \
sound control characteristics for projects such as -
Multi-Family Residential Units, Assisted Living Facilities,
Student Housing and Hospitality.

Superior Sound Reduction
F-22-SCU’s blend of recycled fibers offers superior

sound control characteristics and improvements over the
usually minimal latent sound reduction characteristics of
glue down and loose lay LVT products.

Smooths Out Minor Subfloor Imperfections

The unique blend of materials provides proper support to
the overlying floor covering while maintaining the ability
to cover minor subfloor imperfections that can later
cause problems.

IIC 55* (2.0 MM LVT)
IIC 56* (2.5 LVT & 5MM LLT)

STC 50* (2.0 & 2.5 MM LVT)
STC 51%*(5.0 MM LLT)

* 6" concrete

Resistant to Indentation
Highly resistant to crushing and indentation.

Environmental Properties

Made from pre-consumer recycled materials.
Contains no SBR, tire crumb rubber or foam.

ROLL SIZE
Roll Roll Thickness .
Part # Length | Width | s/f Packaging
F-22-SCU360 |60’ 36" 2.2mm Double Glue Down or Fiber Roll

(180 s/f roll) | Pallet Size 38" x 48" x 53" - 64 boxes per truck - 27,200 Ibs per truck
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