Homogeneous Sheet Vinyl [~ h

Homogeneous vinyl layer scratch, stain, scuff, abrasion
and fade resistance

AVA®'s VIYY™ homogeneous sheet vinyl
collection is a single-layer construction
that provides superior stain and scratch
resistance that meets the needs of heavy
commercial installations. VIYY™'s on-
trend color palette meets the design needs
for healthcare, education and general
commercial environments. VIYY™ can be
installed to provide a seamless finished
floor with its matching weld beads, which
makes it the ideal solution for surgical
operating suites, patient rooms and
treatment areas, and sterile processing

¢ Glue Down Homogenuous Sheet Vinyl (HOSV)
e Overall Thickness: 2.0 mm
* 100% Phthalate Free

e Warranty: 12-Year Heavy Commercial
and Lifetime Residential

e Coordinating Welding Bead Colors,
4.0 mm Diameter
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e Roll Size: 6.56' (2 M) x 68.58" (20.9 M) i'

« Roll Weight: 282.9 Ibs. \ J areas in healthcare environments.
¢ Welding Beads Roll Length: 100 M ®
¢ \Welding Beads Roll Weight: 3.966 |bs.
With worldwide sales offices and distribution N
partners, AVA is a leader in the design and -
AMP ¢ Patented Coating manufacturing of innovative and sustainable m
YRGS © 30% More Scratch Resistance resilient flooring. Established in 1984, AVA ﬂ
Over Typical Coatings has developed a diverse range of designs
* Exceptional Wear Resistance and products that have won numerous s
and High Strength awards and are recognized by the industry 2
® Low-gloss finish as setting the benchmark in LVT. <
F
AVA" and VIYY™ are trademarks of
ASTM F1913 SHEET VINYL COVERING WITHOUT BACKING: PASSES Novalis’ Innovative Flooring.
ASTM F386 OVERALL THICKNESS: PASSES, MIN 0.075” (1.9 MM) © 2026 Novalis® Innovative Flooring
ASTM F1914 RESIDUAL INDENTATION: PASSES, < 0.007"” (0.18 MM)
ASTM F970 STATIC LOAD: PASSES, < 0.005” (0.13 MM) AT 250 LBS. f Yy in
; PASSES, NO CRACK/BREAK WITH 1.5” avaflor.com ¢ 877.861.5292 At AT
ASTM F137 FLEXIBILITY: (38 MM) MANDREL sales@avaflor.com Hot Chocolate, Wlste.rfa, Majestic Pl_.lrp?le_ ]
ASTM F925 CHEMICAL RESISTANCE: PASSES, < 1 (SLIGHT CHANGE)
ASTM F1514 RESISTANCE TO HEAT: PASSES, < AE 8
ASTM F1515 RESISTANCE TO LIGHT: PASSES, < AE 8
ASTM E648 (NFPA 253) CRITICAL RADIANT FLUX: PASSES, CLASS 1, > 0.45 W/CM?
ASTM E662 (NFPA 258) SMOKE DENSITY: PASSES, < 450

ASTM D2047 STATIC COEFFICIENT OF FRICTION: PASSES, > 0.5 SCOF (NO RAMPS)

ADVANTAGE




Note: Welding Bead color recommendations may not be
SHEET an exact match to flooring colors, but are intended to be
® . VINYL coordinating colors for your installations.
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VY018 Goldfinch Welding Bead: WBVY018
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VY019 Amber Wave Welding Bead: WBVY019 m VY005 Cobblestone VY012 Placid Blue
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VY003 Rain Cloud Welding Bead: WBVY003 VY004 Hot Chocolate VY013 Rainstorm

VY016 Wisteria VY010 Snowfall Welding Bead: WBVY010
Majestic Purple Welding Bead: WBVY017 VY009 Vessel Welding Bead: WBVY009 VY007 Bedrock Welding Bead: W VY015 Verdigreen Welding Bead: WBVY015




